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EX. CURB & GUTTER 7. GRIND PAVEMENT KEY OVER TRENCH _ T EX_AC PAVEMENT
o SEE NOTE 1 o o
1122 A
DEEP KEY
3TMIN, | 37 MIN
SEE NOTE 2
2 SACK SAND/CEMENT ————— 3
SLURRY, SEE NOTE 5
|
4" SAND
MANUFACTURED CONDUT———=T — 1 f \
CHAIRS, SEE NOTE 4 L N
|
CONDUIT 0.D.
4" MAX 0D.
\
[
2" SAND
[ |
I 0.0. + 2" L
(6" MAX)

NOTES:

1. FOLLOWING CONDUIT AND SLURRY INSTALLATION UP TO GRADE, EXISTING AC PAVEMENT AND SLURRY TO BE
GROUND AND REPLACED WITH PERMANENT AC SURFACE (1 %" DEPTH; TYPE A %" MAX, MEDIUM, 95%
COMPACTION).

EXISTING AC PAVEMENT BETWEEN LIP OF GUTTER AND TRENCH SHALL BE GROUND AND REPLACED WITH KEY.
PLACE PERMANENT AC PAVEMENT WITHIN 10 DAYS OF TRENCHING.

INSTALL MANUFACTURED CONDUIT CHAIRS BETWEEN CONDUITS IF MORE THAN ONE CONDUIT IS PLACED IN
TRENCH.

5. BARRICADING REQUIRED DURING SAND/CEMENT SLURRY CURING PERIOD.
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